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LROC KZN Committee : 
  
Chairman: Brian Moore  

chairman@landroverclub.org.za  

social@landroverclub.org.za 
Cell: 082 842 0064  

  
Vice Chairman: Kingsley Kemp  

vicechairman@landroverclub.org.za   
Cell: 082 670 9063  

  
Treasurer, Webmaster and membership :  

Brendan Mitchell  

treasurer@landroverclub.org.za web@landroverclub.org.za 

membership@landroverclub.org.za   
Cell: 083 2824318  

  
Secretary: Andrew Kirkbride  

secretary@landroverclub.org.za    
Cell: 079 743 6488  

  
Gates/Trails :   

gates@landroverclub.org.za   
Russell Slogrove (Cell: 083 630 4318)  
Kyle Miller (Cell: 083 611 7441)  

Dylan Mickleburgh (Cell: 083 440 6086) 

Etienne van Zyl (Cell: 081 756 0581) 
 
Newsletter Editor: Bridget Slogrove 

 newsletter@landroverclub.org.za or bridget.slogrove@gmail.com 

Cell: 083 270 0238 

 

 

Disclaimer : 

The views and opinions expressed in this Newsletter are not necessarily those of the Club’s committee or members and 

may be incorrect. 

 

 

 

 

 

  



 

  

  

 

April saw us having to postpone the second gates due to a number of unforeseen and unexpected 

circumstances.  Some of the committee members could not make the gates due to other commitments, while 

others have been working on their vehicles to due major breakdowns.  For Russell and myself, the Green 

Dragon needed major repairs.   

 

In the last newsletter I mentioned that the front diff had disintegrated.  Russell was able to get a replacement 

and installed that.  I drove the vehicle for 4 days.  The first one or two days, Green Dragon was fine but then 

on the third day, with Russell in Johannesburg on business, the

vehicle.  On the Thursday, I went to work as normal and when I returned home, I asked our son to load an 

empty beer crate in the back of Green Dragon.  I went round the block to the nearest filling station to ge

some petrol and on the way, it sounded like something was loose under the vehicle.  

 

I decided not to take a chance and drive around town and drove back to the house.  Our son was on his way 

out for the weekend and I asked him to go round the block with

was wrong.  When we got back, he had a look under the vehicle but as he has not worked on the disco is 

detail like Russell has, he wasn’t sure what to look for.

 

I phoned Russell, who was at that stage waiting 

Sirion (yes, we own one of them as well) to the airport on the Monday and left it parked there.  I explained 

that there was a weird noise and told him I didn’t want to take a chance and get stuck. 

liquid refreshments on his way back from the airport on his way home.  His first words to me were “Where is 

the Sirion?”   Really???  So maybe he had a busy week or maybe he had already had a drink or two at the 

airport.  Who knows? 

 

On the Friday morning, he donned his overalls and made his way down to the garage to see what had 

happened now.  The rear engine mounting was damaged so the transfer case had dropped and was sitting on 

The Editor’s Letter 

April saw us having to postpone the second gates due to a number of unforeseen and unexpected 

Some of the committee members could not make the gates due to other commitments, while 

others have been working on their vehicles to due major breakdowns.  For Russell and myself, the Green 

ed that the front diff had disintegrated.  Russell was able to get a replacement 

and installed that.  I drove the vehicle for 4 days.  The first one or two days, Green Dragon was fine but then 

on the third day, with Russell in Johannesburg on business, there was a strange noise coming from under the 

vehicle.  On the Thursday, I went to work as normal and when I returned home, I asked our son to load an 

empty beer crate in the back of Green Dragon.  I went round the block to the nearest filling station to ge

some petrol and on the way, it sounded like something was loose under the vehicle.  

I decided not to take a chance and drive around town and drove back to the house.  Our son was on his way 

out for the weekend and I asked him to go round the block with me quickly to see if he could determine what 

was wrong.  When we got back, he had a look under the vehicle but as he has not worked on the disco is 

detail like Russell has, he wasn’t sure what to look for. 

I phoned Russell, who was at that stage waiting for his flight back to Durban.  He had driven our Diahatsu 

Sirion (yes, we own one of them as well) to the airport on the Monday and left it parked there.  I explained 

that there was a weird noise and told him I didn’t want to take a chance and get stuck. 

liquid refreshments on his way back from the airport on his way home.  His first words to me were “Where is 

the Sirion?”   Really???  So maybe he had a busy week or maybe he had already had a drink or two at the 

On the Friday morning, he donned his overalls and made his way down to the garage to see what had 

happened now.  The rear engine mounting was damaged so the transfer case had dropped and was sitting on 

top of the cross member.  He replaced that and 

returned to the house.  On the Sunday, he took a 

drive to the shop and there was still a noise. 

 

The following week I used the Sirion for work so 

the Green Dragon was left parked in the garage.  

That weekend he donned his overalls again and 

went to see what was wrong with Green Dragon 

this time.  Well, the transfer case was eating 

itself from the inside.  

enough of this with the front diff.

 

With the transfer case removed, he sourced a 

replacement and after battling for a weekend to 

install the replacement, I rallied up some other 

land rover owners who came round to assist.  

With three of them under the vehicle and with 

much cursing and mutter

transfer case was attached to the underneath of 
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the vehicle. 

 

Then the following weekend, all the rest of the parts were reinstalled.  There is now a slight shudder when 

you reach about 100km per hour and this disappears when you reach 130km per hour.  This could be due to 

the misalignment or phasing of the prop shaft. 

 

This will be worked on this weekend so that I can drive the 3
rd
 gates competition as I have now not driven the 

first and second gates.  Here’s hoping that our problems will be sorted by then. 

 

Until next time. 

Bridget 
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Calendar of forthcoming events 

 

LROC KZN PROVISIONAL EVENTS DIARY 2018 
 When  What, where  More Info.  CONTACT 

PERSON  

Grade  

5/6 May Broadleaze Fun Day to celebrate 

the 70th anniversary of Land 

Rover  

More details to 

follow 

George Goswell               

083 658 1324 1 - 3 2018 

19/20 

May 

2nd Gates at Highstakes 

More details to 

follow 

Russell Slogrove            

083 630 4318 3 - 5 2018 

27 May  

Cars in the Park 

More details to 

follow 

George Goswell               

083 658 1324 3 - 5 2018 

15 - 18 

Tembe Elephant Park 

More details to 

follow 

Brian Moore                     

082 84 0064 1 - 5 Jun 2018 

24 Jun 

Valley Drive/Aloe Trail 

More details to 

follow 

Kyle Miller                      

083 611 7441 3 - 4 2018 

28/29 Jul 

3rd Gates at Killarney 4x4 

More details to 

follow 

Russell Slogrove            

083 630 4318 3 - 5 2018 

29/30 

Sep 

Day of the Clubs 

More details to 

follow     2018 

27/28 

Oct 

4th Gates at Trailblazers 

More details to 

follow 

Russell Slogrove            

083 630 4318 3 - 5 2018 

25 Nov 
Christmas Party @ Killarney 

4x4 

 More details to 

follow      2018 

1/2 Dec 
5th Gates at Non-Stop 

Adventures - to be confirmed 

with committee members at next 

meeting 

More details to 

follow 

Russell Slogrove            

083 630 4318 3 - 5 2018 
 

 

   
Trail Grading : All our events/trails are graded according to the 5 grades below. 

1. Complete novice soft dirt trail, no low range required.  Suitable for all Land Rovers including the Freelander. 

2. Limited low range required but suitable for the novice driver.  Suitable for all Land Rovers including the Freelander. 

3. Low range and limited off road knowledge required.  Suitable for all Land Rovers with certain trails not suitable for the 

Freelander. 

4. A low range technical trail suitable for the experienced.  The inexperienced will be able to do the trail, as long as assistance 

will be available from the more experienced members.  Suitable for all Land Rovers except the Freelander. 

5. Extremely technical, suitable for the experienced and/or modified vehicle only with the possibility of vehicle damage. 
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New Members  
  

WELCOME TO THE FOLLOWING NEW MEMBERS  

 

Remember it’s your club and you will get out of it what you want to. You have purchased THE BEST 4 x 4 x FAR and 

now it’s time to use it. See you at the next club event.  

 
New Members for Newsletter 

MemberNo Prefix Initials Surname MemberName Salutation Email Address Date 

Joined M/ship 

654 Mr and 

Mrs 
S Konigkramer Steven Steven and 

Cheree 
steven13@vodamail.co.za 201805 Full 
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Ten minutes with Elaine Coventry 

 
Tell me about your very first Land Rover? 
 
My father owned a Series IIA SWB, which I learnt to drive in - more recently a friend took the top off, painted it white and 
rebuilt it and I would love to know where she is now - her engine number is 29170957F, VIN 24306152B - maybe one of the 
LROC members owns her now. 
 
How long have you been 4x4ing and who taught you to 4x4? 
 
We used to drive around the hills outside Windhoek Namibia long before I was old enough to get my licence.  
 
What land Rover do you drive now? 
 
2004 Defender 110 Double Cab 
 
Does your Landy have a name and what 
inspired that name? 
 
No name!  
 
If you could have one modification/accessory 
fitted to your Landy, what would it be? 
 
Rooftop tent  
 
What is your favorite Land Rover memory? 
 
When we lived in Namibia we were all packed into 
the old Series II A and towed a caravan for a holiday 
in Cape Town - it was wonderful. 
 
What is your worst Land Rover memory? 
I don't have one yet!  
 
Where have you been in your Land Rover? 
 
Sadly only Sani Pass  
 

Which place was your favorite? 
 
Where would you still like to travel to 
in your Landy? 
 
I would love to go to Namibia, Botswana, 
Northern Cape, Richtersveld  
 
If you could own any Land Rover 
(besides what you own already) what 
would it be and why? 
 
I just love the one I have.  
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For Sale 

 
1. 1976 SERIES 111 WITH TOYOTOTA 2CT MOTOR, BULL BAR, WINCH AND TOW BAR. LICENCED AND REGISTERED 
- CURRENTLY A RUNNER BUT NOT RUNNING PRESENTLY 
R35000.00 
 
2. EARLY SERIES 1 107 S/WAGON - RESTORED - NON ORIGINAL WITH SERIES 111 GEARBOX AND CHASSIS. 
UNLICENCED BUT RUNNING 
 
 ASKING R155000.00 
 
3. LAND ROVER SPARES 
ROOF, WINDOWS, DOORS, TYRES, RIMS, WINDSCREEN, ENGINE PARTS - LOADS OF STUFF. WOULD PREFER 1 
PERSON TO TAKE THE LOT AND CLEAR THE FLOOR 
R15000.00 
 
4. 1.7 TON ENGINE HOIST AND JACK -R2400-00 AND ANOTHER JACK R 2000-00 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
Contact Jean on 083 225 0669  
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1992 Discovery 1 shell 

The body of the Discovery is very neat and clean, and the dash and interior are in good condition. 

There are no papers, engine or gearbox. 

The chassis is running and the car is currently on RRC axles – but these are worn. 

The windscreen is in perfect condition. 

This is an ideal start to a monster truck conversion, or could be used for spare parts on a running Discovery. 

  

I took on this project to restore the vehicle, but just have too many projects on at the moment. 

  

Selling price is R 10 000 – slightly negotiable. 

Contact Miles 083 775 8975 
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Don Erwin 084 754 4196  is selling these 2 items. 
  

1)      Disco 1  7j X 16 incl tyre BFG AT 225x 75 x16  R 800.    

2)      Steel rim looks like a wolf made to look like bead lock 16 "  R 500 

 

 

 

 

 

 

 

 

 

 

 
 
Herewith  pic of my old Rangie and the roof rack purpose made to fit that 
range. Great condition Aluminium. I am looking for R2000 which is 
reasonable as it is very professionally made. Me email is 
normanb2524@telkomsa.net  
Many thanks Bruce Hopewell 
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Past Events 
 

Kingsley Holgate Photo Shoot at Killarney Castle (Photos by Brian Moore) 

 
Unfortunately Russell and I could not make it to the photo shoot as our vehicle was out of action but from the photos 

that Brian Moore posted on our Facebook page, it looks like the 70
th
 Anniversary was enjoyed by all.  Sorry we missed 

this event – we will definitely have to attend the 80
th
. 
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Something Technical 

 

Transfer Case Removal & Installation 

www.autozone.com/repairguides 

 

1. Before servicing the vehicle, refer to the Precautions section.  
  

2. Remove or disconnect the following:  
 

Negative battery cable  
  

Radiator fan shroud  
  

Transfer case shift knob and boot  
  

Transfer case fluid  
  

Heat shield from the front exhaust pipe  
  

Catalytic converter assembly  
  

Crossmember from under the transfer case  
  

Speedometer cable and tie it out of the way  
  

 
  

3. Matchmark the front and rear driveshafts-to-flanges relation.  
  

4. Disconnect the front and rear driveshafts and tie them out of the way.  
  

5. Secure an adapter plate LRT-99-010.  
  

6. Place 4 13
16  

  

7. Remove the 4 central bolts from the transfer case and secure the hoist with the adapter plate to the unit.  
  

8. Raise the hoist to take the weight off the transfer case.  
  

9. Remove the left and right transfer case rubber mounts.  
  

10. Slowly lower the hoist until the park brake drum clears the passenger footwell. Be sure the engine does not crush any 
components.  
  

11. Loosen the park brake adjustment nut and remove the park brake drum assembly from the rear output flange.  
  

12. Label and unplug all sensors and switches from the transfer case.  
  

13. Remove the transfer case breather banjo bolt and position it aside.  
  

14. Disconnect the differential lock engaging rod.  
  

15. Place the transfer case in low range.  
  

16. Remove the range selector rod lower nut, then the rod from the yoke.  
  

17. Support the transmission with a wooden block.  
  

18. Remove the upper and lower transfer case mounting bolts.  
  

19. Fit guide studs 18G 1425 to the transmission and move the transfer case rearward to remove.  
  

 
 

 

 
Fig. Location of the 4 central bolts-mount the adapter plate after removing these bolts-Discovery (2001-04)  

 
To install:  

1. Be sure the mating surface of the transmission and transfer case is free from dirt and debris.  
  

2. Raise the transfer case until it is located over the guide studs 18G 1425, then slide it forward onto the transmission.  
  

3. Remove the guide studs and bolt the transfer case to the transmission.  
  



 

14  

  

  

4. Complete the installation procedure in the reverse order of the removal procedure, noting the following items:  
 

After removing the adapter plate, clean the 4 bottom cover bolts and coat them with Loctite ® 290, then tighten to 19 ft. lbs. 
(25 Nm).  
  

Fill the transfer case with 90W oil.  
  

Check and adjust the park brake cable.  
  

 
  

 

1. Before servicing the vehicle, refer to the Precautions section.  
  

2. Disconnect battery ground cable.  
  

3. Remove front exhaust pipe.  
  

4. Drain transfer case oil.  
  

5. Remove 8 bolts securing rear crossmember and remove crossmember.  
  

6. Remove intermediate muffler from tail pipe and from rubber mounts.  
  

7. Remove front and rear propeller shafts.  
  

8. Remove parking brake drum.  
  

9. Remove parking brake backing plate and tie aside.  
  

10. On models with high/low shift interlock solenoid, disconnect solenoid connector from main harness. Also, remove sleeve 
retaining rings and remove sleeve from high/low selector cable.  
  

11. Release and remove clevis pin holding differential lock selector cable to transfer case.  
  

12. Loosen locknuts holding differential lock selector cable to bracket, and remove cable.  
  

13. Remove clevis pin securing high/low ratio selector cable to selector lever. Remove C-clip and release outer cable from 
bracket.  
  

14. Remove clevis pin and C-washer holding high/low ratio selector cable to selector lever. Release cable from bracket.  
  

15. Remove 2 cable ties securing cable to fuel pipes.  
  

16. If fitted, disconnect 2 Lucar connectors from oil temperature sensor and disconnect reverse lamp switch connector.  
  

17. Remove banjo bolt securing breather pipe and discard washers.  
  

18. If fitted, disconnect 2 Lucar connectors from differential lock switch.  
  

19. Disconnect multiplug from reverse light switch.  
  

20. If fitted, disconnect both differential lock warning lamp switch connectors from main harness.  
  

21. Release and disconnect transfer case neutral switch connector.  
  

22. Remove 4 bolts from transfer case bottom plate, then position support plate LRT-99-010 to transfer case and tighten bolts.  
  

23. Position transmission support jack and secure support plate LRT-99-010 to jack with 4 bolts.  
  

24. Remove 3 transfer case-to-transmission bolts and install 3 guide studs LRT-41-009 through transfer case bolt holes for 
support during removal.  
  

25. Remove 2 bolts and 1 nut securing transfer case to transmission.  
  

 
 

 

 
Fig. Showing transfer case support plate LRT-99-010 installed-Discovery (2003-04)  
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Fig. Installed positions of guide studs-Discovery (2003-04)  

 


